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This presentation:

ÅIntroduction.

ÅThe fast pyrolysis process.

ÅUpgrading pyrolysis oil.

ÅProject opportunities.

ÅEnergy balance.
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Renewable Oil Corporation Pty Ltd 

Enecon, 
Australia

Dynamotive, 
Canada

Experienced  

bioenergy 

company.

World class 

pyrolysis & 

upgrading 

technologies.

Privately owned company, based in Melbourne. 

Collaborating with Dynamotive for Australia and Asia-Pacific.



Fast pyrolysis for renewable liquid fuels

Rapid heating, 

no oxygen.Any wood or 

wood waste 
Pyrolysis oil or ñBioOilò 

60 - 70% by weight 

A renewable liquid fuel.

Char: 10 - 20% by 

weight

What is ñfast pyrolysisò?

Non-condensable gases
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Dynamotive: continuous pyrolysis for oil, char and gas. 
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1. Pilot scale

2 TPD 

2. Demonstration Scale

10/15 TPD

Dynamotive: a world leader in fast pyrolysis. 
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West Lorne, Ontario.

ÁSawdust, sander dust 

ÁBioOil for fuel and 

chemicals.

ÁBiochar.

ÁGT for electricity.

3. Full scale prototype: 130 TPD


